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sT2-1l
70-100 io0

Tons of coel per hour 60 60

Iength of coal haul along
a 10°-12° dip. meters

Speed of scraper chain,

meters/second O.l4 0.h
0.525 0.525 0.51 .

Breaking load of scraper

chain, kg 16,500 16,500 23,000 23,000
Side height of unit from |

ground, rm 252 265 197 220
Size and weight of units
Upper chute (reshtak):

Length, mm 2,560 2,530 1,420 1,470

Width, m 592l 57k 700 T35

Height, mm 161 169 95 219

Weight, kg ° 53.3 53.9 8.7 45.5
Lower chute:

Length, mm 2,640 2,530 1,465 1,470

Width, mm 506 512 700 728

Height, mm 177 172 156 186

Weight, kg 50.24 51 3.6 E 40.8
Electric motor

Type Ma-143-1/k MA-1hk-2/h

Capacity, kv 11.% 29

Revolutions/min 1470 1480

220/380 220/380

Operating voltage

The SK-30 would make it possible to use only one conveyer at the majority
- of mine faces. Its great productivity would allow the combine to operate at a
speed of 0.81-1.08 meters per minute. The existence of a side on the chutes on (
the side of the worked out area and the comparatively low height of the chutes
create favorable conditions for 1lcading coal onto the conveyer by the loader
) unit of the combine and guards against coal dropping into the worked out area -
Its ability to work in reverse mekes possible mechanized delivery of lumber
at the mine face from & lover ‘haulage drift. The comparatively light weight of

the chutes assures facility and speed in transporting the conveyer.

] Manufacture of an experimental consignment of SK-30 conveyers has been as-
signed to Svet Shakhtera Plant. The new conveyer will solve the problem of safe
trensport of coal at mine faces where combines are in operation and will consid-

erably sncrease the efficlency of the "Donbass" combine.
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